Product data sheet Procusini® 5.0

Production
e Suitable for
e Technology
e Tip
e Volume of the stainless steel cartridge
o Installation space

Positioning accuracy
Biameter of the nozzle
Production speed
Movement speed
Usable production area

Dimensions
e Dimensions maximum space

e Packaging
o Weight
o Delivery weight

Temperature
e Ambient temperature
e Storage temperature
e (Operating temperature of the
heated stainless steel cartridge

Power supply
e Power supply (AC)
e Power (BC)
e  Protection
e Power plug
Software

e Procusini® Club
e Compatibility
e File format

Operation
e Device interface
e Filetransfer

p D
rOCusiInNi

Passion in food creation

foods with suitable consistency
layer-by-layer production of foods (FDM)
heatable

60 ml

X: 250 mm

Y:150 mm

Z:100 mm

0.1 mm

10-12mm

5-50 mm/s

5-200mm/s

150 x 250 mm (375 cm?)

X: 600 mm (plate moves to the left and right)
Y: 600 mm

Z: 650 mm

400 x 600 x 560 mm (Lx Bx H)

9 kg

15 kg

190-28°C

0-32°C

20-60°C

85 - 264 VAC; 47 - 63 Hz
12V; 8,5A; 102W max.

short circuit / overload / overvoltage / temperature
3 Pin; IEC plug

Qur free print preparation software
Google Chrome (browser-based)
STL JPG

3.5inch TFT display with navigation wheel

SD-Card
€z

Print2Taste GmbH
Liebigstrafe 1t

85354 Freising

Germany

Tel.: +49 (08161 53324-0

Visit us at www.procusini.com

We reserve the right to make technical changes which serve the progress
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